
LASER SCREEN STANDARD VS CUSTOM DIMENSIONS

PLEASE NOTE: Most designs can be customised to different screen sizes and 
shapes. The designs shown are based on a ratio of 1:2 (i.e. 900 x 1800mm) 

so screen designs outside of this ratio may vary slightly to suit.

AVAILABLE MATERIAL SELECTION

9.5mm HARDWOOD
(Weathertex) 

MAX SIZE: 3660 x 1220mm

3mm ALUMINIUM 
(Powder Coated)

MAX SIZE: 3000 x 1500mm

3mm CORTEN STEEL 
(Natural Weathering)

MAX SIZE: 2400 x 1200mm

CUSTOM APPLICATION RELEVANT SCREEN DETAILS

Custom Panel Only Custom Designs available on request
Custom screens have a 40mm design border

Custom Panel & Frame
25 x 25mm box frame 
Screen face fixed on site
40mm design border on screen

Pedestrian Gate
40 x 40mm box frame 
Single Screen face fixed on site
40mm design border on screen

Double Swing Gate
40/50mm box frame (gate width dependent) 
Screens face fixed on site (usually multiple)
40/50mm design border dependent on frame

Sliding Gate

Standard 50x50/50x100mm Sliding Gate Frame 
Screens face fixed on site (usually multiple)
50mm outer design border
25mm inner design join border if required

i

COPENHAGEN LASER Screen ≈ 45% Vis

AVAILABLE MATERIAL SELECTION

3mm POWDER COATED ALUMINIUM
MAX SIZE: 3000 x 1500mm

3mm CORTEN STEEL (Weathering)
MAX SIZE: 2400 x 1200mm


