B1000 (50x25 RAILS)

DXWOC Aluminium Routered Balustrade Range 16MM ROUND TUBES

Panel Rails
« 50 x 25 x 3mm RHS Rails EXAMPLE BALUSTRADE PANEL @ 2400MM WIDE

Tubes

+ 16 x1.2mm CHS

Tube Spacings

« Nominal Tube Spacings
(spread evenly across run)

« 120mm Max Tube Spacing

Substrate & Weld

« T6061 Aluminium

Powder Coating

« Interpon Standard Range

Fully Compliant

» Fully Compliant to

AS1170.1 (2006) $| LJ,

-

1030

50.25.1

BP

(950)

R

80,

3D VIEW

Intermediate Posts B ——

« 40 x 40 x 3mm SHS
%
|
|
|
|
|
n

« 110 x 50 x 8mm (base plate)
or 300mm leg (core drill)

Intermediate Post
Requirement Guide

PANEL WIDTH | POSTS

3

)

Ty

0-1400mm 0

NS

!\\\\w ~

THRU HOLE
ITEM 50.25.1

1401 - 2700mm 1

2701-3900mm 2

@
] 1
\
|
\
|
\
|
\
|
\
| =
3901 - 4900mm 8 j 4 = S
Q_‘DQ \( I 25
(50)

4501 - 5500mm 4 (

(109)
SECTION A SECTION B DETAIL 1 DETAIL 2 DETAIL 3 DETAIL 4

5500mm Max Width Allowed
for Balustrade Compliance

The number of intermediate posts may
differ to the above guide depending
installation requirements. Please use this o CUSTOM STAIR AND RAKED PANELS AND GATES ARE AVAILABLE FOR SPECIAL ORDER o NOT POOL COMPLIANT

table as a guide only.

VIEW FULL RANGE ONLINE | WWW.OXWORKS.COM.AU
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Panel Rails
« 75 x 25 x 3mm RHS Rails

Tubes
« 16 x1.2mm CHS

Tube Spacings

« Nominal Tube Spacings
(spread evenly across run)

« 120mm Max Tube Spacing

Substrate & Weld
« T6061 Aluminium

Powder Coating
« Interpon Standard Range

Fully Compliant
» Fully Compliant to
AS1170.1 (2006)

Intermediate Posts

+ 40 x 40 x 3mm SHS

« 110 x 50 x 8mm (base plate)
or 300mm leg (core drill)

Intermediate Post
Requirement Guide

Aluminium Routered Balustrade Range

B1050 (75x25 RAILS)

16MM ROUND TUBES

PANEL WIDTH POSTS
0 -1400mm 0
1401 - 2700mm 1
2701-3900mm 2
3901 - 4900mm g
4501 - 5500mm 4
5500mm Max Width Allowed
for Balustrade Compliance

The number of intermediate posts may
differ to the above guide depending
installation requirements. Please use this
table as a guide only.

EXAMPLE BALUSTRADE PANEL @ 2400MM WIDE

o

R

(950)
1030

-

- -

(75)

375

75.25.1

SECTION A SECTION B

DETAIL 1

(75)

DETAIL 2

DETAIL 3

THRU HOLE:
ITEM 75.25.1

BP
3D VIEW

(75)

(109)
DETAIL 4

75.25.1

g
crrrrr),

1 IIIIII’
g
g
g

o CUSTOM STAIR AND RAKED PANELS AND GATES ARE AVAILABLE FOR SPECIAL ORDER

o NOT POOL COMPLIANT

VIEW FULL RANGE ONLINE | WWW.OXWORKS.COM.AU



Panel Rails
« 50 x 25 x 3mm RHS Rails

Tubes
« 1951 2mm CHS

Tube Spacings

« Nominal Tube Spacings
(spread evenly across run)

« 120mm Max Tube Spacing

Substrate & Weld
« T6061 Aluminium

Powder Coating
« Interpon Standard Range

Fully Compliant
» Fully Compliant to
AS1170.1 (2006)

Intermediate Posts

+ 40 x 40 x 3mm SHS

« 110 x 50 x 8mm (base plate)
or 300mm leg (core drill)

Intermediate Post
Requirement Guide

Aluminium Routered Balustrade Range

B1100 (50x25 RAILS)

19MM ROUND TUBES

PANEL WIDTH POSTS
0 -1400mm 0
1401 - 2700mm 1
2701-3900mm 2
3901 - 4900mm g
4501 - 5500mm 4
5500mm Max Width Allowed
for Balustrade Compliance

The number of intermediate posts may
differ to the above guide depending
installation requirements. Please use this
table as a guide only.

EXAMPLE BALUSTRADE PANEL @ 2400MM WIDE

-

P1

(950)
1030

BP
3D VIEW

@)

=

@,

SECTIONA SECTIONB DETAIL 1 DETAIL 2

(50)

50.25.1

3

N
AN

NS

!\\\\w ~

THRU HOLE
ITEM 50.25.1

(109)
DETAIL 3 DETAIL 4

o CUSTOM STAIR AND RAKED PANELS AND GATES ARE AVAILABLE FOR SPECIAL ORDER

o NOT POOL COMPLIANT

VIEW FULL RANGE ONLINE | WWW.OXWORKS.COM.AU



Panel Rails
« 75 x 25 x 3mm RHS Rails

Tubes
« 1951 2mm CHS

Tube Spacings

« Nominal Tube Spacings
(spread evenly across run)

« 120mm Max Tube Spacing

Substrate & Weld
« T6061 Aluminium

Powder Coating
« Interpon Standard Range

Fully Compliant
» Fully Compliant to
AS1170.1 (2006)

Intermediate Posts

+ 40 x 40 x 3mm SHS

« 110 x 50 x 8mm (base plate)
or 300mm leg (core drill)

Intermediate Post
Requirement Guide

Aluminium Routered Balustrade Range

B1150 (75x25 RAILS)
19MM ROUND TUBES

PANEL WIDTH POSTS
0 -1400mm 0
1401 - 2700mm 1
2701-3900mm 2
3901 - 4900mm g
4501 - 5500mm 4
5500mm Max Width Allowed
for Balustrade Compliance

The number of intermediate posts may
differ to the above guide depending
installation requirements. Please use this
table as a guide only.

EXAMPLE BALUSTRADE PANEL @ 2400MM WIDE

-

(25)

(950)
1030

—=

SECTION A SECTION B

DETAIL 1

DETAIL 2

DETAIL 3

P1

75.25.1
BP
3D VIEW

(75)

o CUSTOM STAIR AND RAKED PANELS AND GATES ARE AVAILABLE FOR SPECIAL ORDER

o NOT POOL COMPLIANT

VIEW FULL RANGE ONLINE | WWW.OXWORKS.COM.AU



Panel Rails
« 50 x 25 x 3mm RHS Rails

Tubes
+ 38 x16 x 1.2mm RHS

Tube Spacings

« Nominal Tube Spacings
(spread evenly across run)

« 120mm Max Tube Spacing

Substrate & Weld
« T6061 Aluminium

Powder Coating
« Interpon Standard Range

Fully Compliant
» Fully Compliant to
AS1170.1 (2006)

Intermediate Posts

+ 40 x 40 x 3mm SHS

« 110 x 50 x 8mm (base plate)
or 300mm leg (core drill)

Intermediate Post
Requirement Guide

Aluminium Routered Balustrade Range

B1200 (50x25 RAILS)

38 x 16 MM TUBES

PANEL WIDTH POSTS
0 -1400mm 0
1401 - 2700mm 1
2701-3900mm 2
3901 - 4900mm g
4501 - 5500mm 4
5500mm Max Width Allowed
for Balustrade Compliance

The number of intermediate posts may
differ to the above guide depending
installation requirements. Please use this
table as a guide only.

EXAMPLE BALUSTRADE PANEL @ 2400MM WIDE

I\\\\\\\\\\\\\\\\\\\\\\\\\\\\|+
IR R R R RN
BRI R R R R RN R AR .
T T T A A
IR R R R R R R R R R R R AR N R R R R
U AT T A A
TP R T R T EE EET g f 8
T T
U AT AL
\\\\\\\\\\\\\\‘\\\\\\\\\\\\\\G
iR R R ] -~
A —= LJ. b g
B
@ @,
1 ¥3
\
‘ (50)
| 25
\
[n=a] 25
: |

-\

(50)
SECTION A SECTION B DETAIL 1 DETAIL 2

DETAIL 3

|

3D VIEW

THRU HOLE:
ITEM 50.25.1

\ \ wt
(109)

DETAIL 4

o CUSTOM STAIR AND RAKED PANELS AND GATES ARE AVAILABLE FOR SPECIAL ORDER

o NOT POOL COMPLIANT

VIEW FULL RANGE ONLINE | WWW.OXWORKS.COM.AU



Panel Rails
. 75 x 25 x 3mm RHS Rails

Tubes
+ 38 x16 x 1.2mm RHS

Tube Spacings

« Nominal Tube Spacings
(spread evenly across run)

« 120mm Max Tube Spacing

Substrate & Weld
« T6061 Aluminium

Powder Coating
« Interpon Standard Range

Fully Compliant
» Fully Compliant to
AS1170.1 (2006)

Intermediate Posts

+ 40 x 40 x 3mm SHS

« 110 x 50 x 8mm (base plate)
or 300mm leg (core drill)

Intermediate Post
Requirement Guide

Aluminium Routered Balustrade Range

B1250 (75x25 RAILS)
38 x 16 MM TUBES

PANEL WIDTH POSTS
0 -1400mm 0
1401 - 2700mm 1
2701-3900mm 2
3901 - 4900mm g
4501 - 5500mm 4
5500mm Max Width Allowed
for Balustrade Compliance

The number of intermediate posts may
differ to the above guide depending
installation requirements. Please use this
table as a guide only.

EXAMPLE BALUSTRADE PANEL @ 2400MM WIDE

-

1030

(950)

3D VIEW

T T

|

B | s

(75)

THRU HOLE:

ITEM 75.25.1
75.25.1
4
:\(
(75)
SECTION A SECTION B DETAIL 1 DETAIL 2 DETAIL 3. DETAIL 4
o CUSTOM STAIR AND RAKED PANELS AND GATES ARE AVAILABLE FOR SPECIAL ORDER o NOT POOL COMPLIANT

VIEW FULL RANGE ONLINE | WWW.OXWORKS.COM.AU



Panel Rails
« 50 x 25 x 3mm RHS Rails

Tubes
+ 65x16 x1.2mm RHS

Tube Spacings

« Nominal Tube Spacings
(spread evenly across run)

« 120mm Max Tube Spacing

Substrate & Weld
« T6061 Aluminium

Powder Coating
« Interpon Standard Range

Fully Compliant
» Fully Compliant to
AS1170.1 (2006)

Intermediate Posts

+ 40 x 40 x 3mm SHS

« 110 x 50 x 8mm (base plate)
or 300mm leg (core drill)

Intermediate Post
Requirement Guide

Aluminium Routered Balustrade Range

B1300 (50x25 RAILS)
65 x 16 MM TUBES

PANEL WIDTH POSTS
0 -1400mm 0
1401 - 2700mm 1
2701-3900mm 2
3901 - 4900mm g
4501 - 5500mm 4
5500mm Max Width Allowed
for Balustrade Compliance

The number of intermediate posts may
differ to the above guide depending
installation requirements. Please use this
table as a guide only.

EXAMPLE BALUSTRADE PANEL @ 2400MM WIDE

(950)
1030

. ;L 3D VIEW

(50)

SECTION A SECTION B DETAIL 1 DETAIL 2

THRU HOLE:

ITEM 50.25.1
® _
N §
(109)

DETAIL 3 DETAIL 4

o CUSTOM STAIR AND RAKED PANELS AND GATES ARE AVAILABLE FOR SPECIAL ORDER

o NOT POOL COMPLIANT

VIEW FULL RANGE ONLINE | WWW.OXWORKS.COM.AU



Panel Rails
« 75 x 25 x 3mm RHS Rails

Tubes
+ 65x16 x1.2mm RHS

Tube Spacings

« Nominal Tube Spacings
(spread evenly across run)

« 120mm Max Tube Spacing

Substrate & Weld
« T6061 Aluminium

Powder Coating
« Interpon Standard Range

Fully Compliant
» Fully Compliant to
AS1170.1 (2006)

Intermediate Posts

+ 40 x 40 x 3mm SHS

« 110 x 50 x 8mm (base plate)
or 300mm leg (core drill)

Intermediate Post
Requirement Guide

B1350 (75x25 RAILS)

Aluminium Routered Balustrade Range 65 x 16MM TUBES

PANEL WIDTH POSTS
0 -1400mm 0
1401 - 2700mm 1
2701-3900mm 2
3901 - 4900mm g
4501 - 5500mm 4
5500mm Max Width Allowed
for Balustrade Compliance

The number of intermediate posts may
differ to the above guide depending
installation requirements. Please use this
table as a guide only.

EXAMPLE BALUSTRADE PANEL @ 2400MM WIDE

(25

1030

(950)

3D VIEW

(75) | (75)
375
THRU HOLE:
ITEM 75.25.1
75.25.1
‘ ==}
A1 122222722222 | ) 1
(75) (109)
SECTIONA  SECTIONB DETAL 1 DETALZ DETALS DETAL4
o CUSTOM STAIR AND RAKED PANELS AND GATES ARE AVAILABLE FOR SPECIAL ORDER o NOT POOL COMPLIANT

VIEW FULL RANGE ONLINE | WWW.OXWORKS.COM.AU



B1400 (50x25 RAILS)

'OXWORKS Aluminium Routered Balustrade Range 90 x 16MM TUBES

Panel Rails
. 50 x 25 x 3mm RHS Rails EXAMPLE BALUSTRADE PANEL @ 2400MM WIDE

Tubes 1
+ 90 x16 x 1.2mm RHS

Tube Spacings

« Nominal Tube Spacings
(spread evenly across run)

« 120mm Max Tube Spacing

|
\
|
\
l
Substrate & Weld |
\
|
\
|
\
|

1030

« T6061 Aluminium

Powder Coating
« Interpon Standard Range

(950)

Fully Compliant =
. Fully Compliant to ﬂ 3D VEW
. | | . 3D VIEW
AS117011 (2006) P LJ e
Intermediate Posts B —=

+ 40 x 40 x 3mm SHS

« 110 x 50 x 8mm (base plate) C% —
or 300mm leg (core drill) H 1 ¥ 3

Intermediate Post
Requirement Guide

|
\
‘ »
PANEL WIDTH POSTS ‘ (50) é
0
0-1400 0 ‘ = I i
) mm THRU HOLE
ITEM 50.25.1
1401 - 2700mm 1 |
2701-3900mm 2 I ‘ 4 @ =
n \ \ =
(n2:] Ll
3901 - 4900mm 3 2 ‘ Y 1
(50) (109)
4501 - 5500mm 4 SECTION A SECTION B DETAIL 1 DETAIL 2 DETAIL 3 DETAIL 4
5500mm Max Width Allowed
for Balustrade Compliance

The number of intermediate posts may
differ to the above guide depending
installation requirements. Please use this o CUSTOM STAIR AND RAKED PANELS AND GATES ARE AVAILABLE FOR SPECIAL ORDER o NOT POOL COMPLIANT

table as a guide only.

VIEW FULL RANGE ONLINE | WWW.OXWORKS.COM.AU



B1450 (75x25 RAILS)

'OXWORKS Aluminium Routered Balustrade Range 90 x 16MM TUBES

Panel Rails
. 75 x 25 x 3mm RHS Rails EXAMPLE BALUSTRADE PANEL @ 2400MM WIDE

Tubes : ‘ -
+ 90 x16 x 1.2mm RHS

Tube Spacings

« Nominal Tube Spacings
(spread evenly across run)

« 120mm Max Tube Spacing

|
[
|
\
l
Substrate & Weld |
\
|
[
|
[
|

1030

« T6061 Aluminium

Powder Coating
« Interpon Standard Range

Fully Compliant
» Fully Compliant to

AS1170.1 (2006) 7 P LJ bg

Intermediate Posts B —

+ 40 x 40 x 3mm SHS

« 110 x 50 x 8mm (base plate)
or 300mm leg (core drill)

(25)

(950)

3D VIEW

Intermediate Post
Requirement Guide

|
|
! 75.25.1
PANEL WIDTH POSTS ‘ (75) (75)
| 375
0-1400mm 0 THRU HOLE:
‘ ‘ ITEM 75.25.1
1401 - 2700mm 1 ‘ . |
‘ 75252 . i e
2701 - 3900mm 2 . _
4 . S
|| ) N\ — .
3901 - 4900mm 3 2 g ‘ Y I A | 122207722222 | ) 2
75) (110)
4501 - 5500mm 4 SECTION A SECTION B DETAL 1. DETAIL 2 DETAIL 3 DETAIL 4
5500mm Max Width Allowed
for Balustrade Compliance

The number of intermediate posts may
differ to the above guide depending
installation requirements. Please use this o CUSTOM STAIR AND RAKED PANELS AND GATES ARE AVAILABLE FOR SPECIAL ORDER o NOT POOL COMPLIANT

table as a guide only.

VIEW FULL RANGE ONLINE | WWW.OXWORKS.COM.AU



B1500 (50x25 RAILS)

DXWOC Aluminium Routered Balustrade Range 16MM ROUND TUBES

Panel Rails
« 50 x 25 x 3mm RHS Rails EXAMPLE BALUSTRADE PANEL @ 2400MM WIDE

(25)

Tubes ,

GRS m m

Intermediate Posts B ——

« 40 x 40 x 3mm SHS
2701 -3900mm 2
|
DA Y,

. 110 x 50 x 8mm (base plate) CL__IL — B
or 300mm leg (core drill) : 1 ¥ 3

I
|
I
I
I

i | 4

3901- 4900mm 3 SN ‘ \( ‘ 2
(50) (109)

4501 - 5500mm 4 SECTION A SECTION B DETAIL 1 DETAIL 2 DETAIL 3 DETAIL 4

100

Tube Spacings

« Nominal Tube Spacings

(spread evenly across run)
« 120mm Max Tube Spacing

|
|
|
Substrate & Weld |
\
|
\
|
|
|

1030

« T6061 Aluminium

(825)

Powder Coating
« Interpon Standard Range

Fully Compliant
» Fully Compliant to
AS1170.1 (2006)

= 3D VIEW

>
1
—
—
80

jm]
1=

Intermediate Post
Requirement Guide

3]

SRR

PANEL WIDTH | POSTS

SN

NS

7

0-1400mm 0

THRU HOLE
ITEM 50.25.1

1401 - 2700mm 1

80

5500mm Max Width Allowed
for Balustrade Compliance

The number of intermediate posts may
differ to the above guide depending
installation requirements. Please use this o CUSTOM STAIR AND RAKED PANELS AND GATES ARE AVAILABLE FOR SPECIAL ORDER o NOT POOL COMPLIANT

table as a guide only.

VIEW FULL RANGE ONLINE | WWW.OXWORKS.COM.AU
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Panel Rails
« 75 x 25 x 3mm RHS Rails

Tubes
« 16 x1.2mm CHS

Tube Spacings

« Nominal Tube Spacings
(spread evenly across run)

« 120mm Max Tube Spacing

Substrate & Weld
« T6061 Aluminium

Powder Coating
« Interpon Standard Range

Fully Compliant
» Fully Compliant to
AS1170.1 (2006)

Intermediate Posts

+ 40 x 40 x 3mm SHS

« 110 x 50 x 8mm (base plate)
or 300mm leg (core drill)

Intermediate Post
Requirement Guide

PANEL WIDTH POSTS
0 -1400mm 0
1401 - 2700mm 1
2701-3900mm 2
3901 - 4900mm g
4501 - 5500mm 4
5500mm Max Width Allowed
for Balustrade Compliance

The number of intermediate posts may
differ to the above guide depending
installation requirements. Please use this
table as a guide only.

Aluminium Routered Balustrade Range

B1550 (75x25 RAILS)
16MM ROUND TUBES

EXAMPLE BALUSTRADE PANEL @ 2400MM WIDE

(25)

E—
100,

(25) J

1030

(825)

(25)

3D VIEW

|

SECTIONA

-\

SECTION B

—

—
—=
80,

(75)

(75) (75)

375

e THRU HOLE:
ITEM 75.25.1

75.25.3

AR NN,

(75) L — (109)
DETAIL 1 DETAIL 2 DETAIL3 DETAIL 4

o CUSTOM STAIR AND

RAKED PANELS AND GATES ARE AVAILABLE FOR SPECIAL ORDER o NOT POOL COMPLIANT

VIEW FULL RANGE ONLINE | WWW.OXWORKS.COM.AU



B1600 (50x25 RAILS)

DXWOC Aluminium Routered Balustrade Range 19MM ROUND TUBES

Panel Rails
« 50 x 25 x 3mm RHS Rails EXAMPLE BALUSTRADE PANEL @ 2400MM WIDE

Tubes
- 19 x 1.2mm CHS ||

(25)

100,

Tube Spacings

« Nominal Tube Spacings

(spread evenly across run)

« 120mm Max Tube Spacing

Substrate & Weld
« T6061 Aluminium

| 50.25.2
=]

(825)

« Interpon Standard Range

Fully Compliant
» Fully Compliant to
AS1170.1 (2006)

|
|
|
|
|
Powder Coating 1
|
|
|

o 50.25.1
S8
19.C.2 BP
]

80,

Intermediate Posts B —=
« 40 x 40 x 3mm SHS

« 110 x 50 x 8mm (base plate) = —
or 300mm leg (core drill) H 1 ¥ 3
|
|
|
|
|
n

n
1=

Intermediate Post
Requirement Guide

3]

—

PANEL WIDTH | POSTS

S

&

0-1400mm 0

1401 - 2700mm 1

2701 - 3900mm 2 | . (&) _
L L] 8
3901 - 4900mm 3 2L, \( JF
(109)
4501- 5500mm 4 SECTION A SECTION B DETAIL 1 DETAIL 2 DETAIL 3 DETAL 4

— YT aAnE. A QAAIC. 1.9 OO

5500mm Max Width Allowed
for Balustrade Compliance

The number of intermediate posts may
differ to the above guide depending
installation requirements. Please use this o CUSTOM STAIR AND RAKED PANELS AND GATES ARE AVAILABLE FOR SPECIAL ORDER o NOT POOL COMPLIANT

table as a guide only.

VIEW FULL RANGE ONLINE | WWW.OXWORKS.COM.AU
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Panel Rails
« 75 x 25 x 3mm RHS Rails

Tubes
« 1951 2mm CHS

Tube Spacings

« Nominal Tube Spacings
(spread evenly across run)

« 120mm Max Tube Spacing

Substrate & Weld
« T6061 Aluminium

Powder Coating
« Interpon Standard Range

Fully Compliant
» Fully Compliant to
AS1170.1 (2006)

Intermediate Posts

+ 40 x 40 x 3mm SHS

« 110 x 50 x 8mm (base plate)
or 300mm leg (core drill)

Intermediate Post
Requirement Guide

PANEL WIDTH POSTS
0 -1400mm 0
1401 - 2700mm 1
2701-3900mm 2
3901 - 4900mm g
4501 - 5500mm 4
5500mm Max Width Allowed
for Balustrade Compliance

The number of intermediate posts may
differ to the above guide depending
installation requirements. Please use this
table as a guide only.

Aluminium Routered Balustrade Range

B1650 (75x25 RAILS)
19MM ROUND TUBES

EXAMPLE BALUSTRADE PANEL @ 2400MM WIDE

(25)

100

(25) J

(825)
1030

SECTION A

SECTIONB

80,

375

DETAIL 1

AAAiF A

75.25.1

(75)

DETAL2.

375

THRU HOLE:

@ 2 ITEM 75.25.1

DETAIL 3

QrAIE- 12

(75)

(109)

DETAIL 4

AnAiF A

o CUSTOM STAIR AND

RAKED PANELS AND GATES ARE AVAILABLE FOR SPECIAL ORDER

o NOT POOL COMPLIANT

VIEW FULL RANGE ONLINE | WWW.OXWORKS.COM.AU
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Panel Rails
« 50 x 25 x 3mm RHS Rails

Tubes
+ 38 x16 x 1.2mm RHS

Tube Spacings

« Nominal Tube Spacings
(spread evenly across run)

« 120mm Max Tube Spacings

Substrate & Weld
« T6061 Aluminium

Powder Coating
« Interpon Standard Range

Fully Compliant
» Fully Compliant to
AS1170.1 (2006)

Intermediate Posts

+ 40 x 40 x 3mm SHS

« 110 x 50 x 8mm (base plate)
or 300mm leg (core drill)

Intermediate Post
Requirement Guide

Aluminium Routered Balustrade Range

B1700 (50x25 RAILS)
38 x 16 MM TUBES

PANEL WIDTH POSTS
0 -1400mm 0
1401 - 2700mm 1
2701-3900mm 2
3901 - 4900mm g
4501 - 5500mm 4
5500mm Max Width Allowed
for Balustrade Compliance

The number of intermediate posts may
differ to the above guide depending
installation requirements. Please use this
table as a guide only.

EXAMPLE BALUSTRADE PANEL @ 2400MM WIDE

(25)

100

(825)
1030

n
1=

SECTION A

@
|
I

-\

SECTION B

80,

DETAIL 1

ez

|

(50)

DETAIL 2

DETAIL 3

THRU HOLE:
ITEM 50.25.1

@ z
| %L
(109) )

DETAIL 4

o CUSTOM STAIR AND RAKED PANELS AND GATES ARE AVAILABLE FOR SPECIAL ORDER

o NOT POOL COMPLIANT

VIEW FULL RANGE ONLINE | WWW.OXWORKS.COM.AU



Panel Rails
. 75 x 25 x 3mm RHS Rails

Tubes
+ 38 x16 x 1.2mm RHS

Tube Spacings

« Nominal Tube Spacings
(spread evenly across run)

« 120mm Max Tube Spacings

Substrate & Weld
« T6061 Aluminium

Powder Coating
« Interpon Standard Range

Fully Compliant
» Fully Compliant to
AS1170.1 (2006)

Intermediate Posts

+ 40 x 40 x 3mm SHS

« 110 x 50 x 8mm (base plate)
or 300mm leg (core drill)

Intermediate Post
Requirement Guide

Aluminium Routered Balustrade Range

B1750 (75x25 RAILS)
38 x 16 MM TUBES

PANEL WIDTH POSTS
0 -1400mm 0
1401 - 2700mm 1
2701-3900mm 2
3901 - 4900mm g
4501 - 5500mm 4
5500mm Max Width Allowed
for Balustrade Compliance

The number of intermediate posts may
differ to the above guide depending
installation requirements. Please use this
table as a guide only.

EXAMPLE BALUSTRADE PANEL @ 2400MM WIDE

(25)

100,

(25) J

(825)
1030

375

THRU HOLE:

75.25.1

rr—
=)
\/ﬂb

& ¢

37.5

(75)

SECTION A SECTION B DETAIL 1 NETAIl 2

ITEM 75.25.1

DETALL 3 DETAIL 4

o CUSTOM STAIR AND RAKED PANELS AND GATES ARE AVAILABLE FOR SPECIAL ORDER

o NOT POOL COMPLIANT

VIEW FULL RANGE ONLINE | WWW.OXWORKS.COM.AU
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Panel Rails
« 50 x 25 x 3mm RHS Rails

Tubes
+ 65x16 x1.2mm RHS

Tube Spacings

« Nominal Tube Spacings
(spread evenly across run)

« 120mm Max Tube Spacings

Substrate & Weld
« T6061 Aluminium

Powder Coating
« Interpon Standard Range

Fully Compliant
» Fully Compliant to
AS1170.1 (2006)

Intermediate Posts

+ 40 x 40 x 3mm SHS

« 110 x 50 x 8mm (base plate)
or 300mm leg (core drill)

Intermediate Post
Requirement Guide

Aluminium Routered Balustrade Range

B1800 (50x25 RAILS)
65 x 16 MM TUBES

PANEL WIDTH POSTS
0 -1400mm 0
1401 - 2700mm 1
2701-3900mm 2
3901 - 4900mm g
4501 - 5500mm 4
5500mm Max Width Allowed
for Balustrade Compliance

The number of intermediate posts may
differ to the above guide depending
installation requirements. Please use this
table as a guide only.

EXAMPLE BALUSTRADE PANEL @ 2400MM WIDE

(25)

100

(825)
1030

80,

B ——
5 —
dh \
\
\
‘ (50) ;
‘ 2
| = |
\ ]
I i 4 3 ez
=] 25
: |
(50)

SECTION A SECTION B

DETAIL 1

DETAIL 2

DETALS

3]

SRR

SN

NS

THRU HOLE:
ITEM 50.25.1

®,
| %L
(109) )

DETAIL 4

o CUSTOM STAIR AND RAKED PANELS AND GATES ARE AVAILABLE FOR SPECIAL ORDER

o NOT POOL COMPLIANT

VIEW FULL RANGE ONLINE | WWW.OXWORKS.COM.AU



I8 VWOR

Panel Rails
« 75 x 25 x 3mm RHS Rails

Tubes
+ 65x16 x1.2mm RHS

Tube Spacings

« Nominal Tube Spacings
(spread evenly across run)

« 120mm Max Tube Spacings

Substrate & Weld
« T6061 Aluminium

Powder Coating
« Interpon Standard Range

Fully Compliant
» Fully Compliant to
AS1170.1 (2006)

Intermediate Posts

+ 40 x 40 x 3mm SHS

« 110 x 50 x 8mm (base plate)
or 300mm leg (core drill)

Intermediate Post
Requirement Guide

PANEL WIDTH POSTS
0 -1400mm 0
1401 - 2700mm 1
2701-3900mm 2
3901 - 4900mm g
4501 - 5500mm 4
5500mm Max Width Allowed
for Balustrade Compliance

Aluminium Routered Balustrade Range

B1850 (75x25 RAILS)

65 x 16 MM TUBES

The number of intermediate posts may
differ to the above guide depending
installation requirements. Please use this
table as a guide only.

EXAMPLE BALUSTRADE PANEL @ 2400MM WIDE

(25)

100

(825)
1030

ci: dip
‘ |
‘ |
‘
| 75)
| ‘ 375
‘ |
w |
‘ |
* |
| N
qh
2 Qﬁ
SECTION A SECTION B DETAIL 1 DETAIL 2 DETAIL 3

THRU HOLE:
ITEM 75.25.1

(110)
DETAIL 4

o CUSTOM STAIR AND RAKED PANELS AND GATES ARE AVAILABLE FOR SPECIAL ORDER

o NOT POOL COMPLIANT

VIEW FULL RANGE ONLINE | WWW.OXWORKS.COM.AU



B1900 (50x25 RAILS)

DXWOC Aluminium Routered Balustrade Range 90 x 16MM TUBES

Panel Rails
« 50 x 25 x 3mm RHS Rails EXAMPLE BALUSTRADE PANEL @ 2400MM WIDE

Tubes
+ 90 x16 x 1.2mm RHS

100

Tube Spacings

(25)

« Nominal Tube Spacings
(spread evenly across run)
« 120mm Max Tube Spacings

|

|

|

Substrate & Weld |
« T6061 Aluminium i
\

|

|

|

(950)
1030

Powder Coating
« Interpon Standard Range

Fully Compliant
» Fully Compliant to
AS1170.1 (2006)

(25)

- [ tg

Intermediate Posts B—=i
« 40 x 40 x 3mm SHS

« 110 x 50 x 8mm (base plate) C% —
or 300mm leg (core drill) H 1 ¥ 3
|
|
|
|
|
n

Intermediate Post
Requirement Guide

5]

NN

PANEL WIDTH | POSTS

NS

0-1400mm 0 THRU HOLE

ITEM 50.25.1

1401 - 2700mm 1

2701-3900mm 2 | . (&) -
1 N L]
3901 - 4900mm 3 G_DQ \f ‘ AP
(50) (109)
4501 - 5500mm 4 SECTION A SECTION B DETAIL 1 DETAIL 2 DETAIL 3 DETAIL 4

5500mm Max Width Allowed
for Balustrade Compliance

The number of intermediate posts may
differ to the above guide depending
installation requirements. Please use this o CUSTOM STAIR AND RAKED PANELS AND GATES ARE AVAILABLE FOR SPECIAL ORDER o NOT POOL COMPLIANT

table as a guide only.

VIEW FULL RANGE ONLINE | WWW.OXWORKS.COM.AU



P —— i B1950 (75x25 RAILS)
DXWOC Aluminium Routered Balustrade Range 90 x 16MM TUBES

Panel Rails

* 75 x25 x 3mm RHS Rails EXAMPLE BALUSTRADE PANEL @ 2400MM WIDE
+ Double Top Rail -‘N’v‘l

Tubes
+ 90 x 16 x 1.2mm RHS

100

Tube Spacings

(25)

« Nominal Tube Spacings
(spread evenly across run)
« 120mm Max Tube Spacings

|
!
l
Substrate & Weld 1
|
|
|
!
|

(950)
1030

« T6061 Aluminium

Powder Coating
- Interpon Standard Range

Fully Compliant
« Fully Compliant to [ i
AS1170.1 (2006) A LJ. %

Intermediate Posts

« 40 x 40 x 3mm SHS
« 110 x 50 x 8mm (base plate) q% (TL

or 300mm leg (core drill) - db

Intermediate Post
Requirement Guide

Sy

0-1400mm 0
THRU HOLE

1401 - 2700mm 1

\
|
\
|
PANEL WIDTH | POSTS ‘
\
|
\
|
\

2701-3900mm 2

|
|

|

|

|

j ]

3901 - 4900mm 3 S . ‘

4501 - 5500mm 4 SECTION A SECTION B

.

DETAIL 1 DETAIL 2

5500mm Max Width Allowed
for Balustrade Compliance

The number of intermediate posts may
differ to the above guide depending
installation requirements. Please use this o CUSTOM STAIR AND RAKED PANELS AND GATES ARE AVAILABLE FOR SPECIAL ORDER o NOT POOL COMPLIANT

table as a guide only.

VIEW FULL RANGE ONLINE | WWW.OXWORKS.COM.AU



B2000O (50x25 RAILS)

- Aluminium Routered Balustrade Range A0 s oI TUIEIES o Salll SEaciNes

Panel Rails
* 50 x 25 x 3mm RHS Rails EXAMPLE BALUSTRADE PANEL @ 2400MM WIDE

Tubes
+ 40 x 10 x 1.4mm RHS

-

Tube Spacings
« Approximately 30mm

50.25.2 P1

Typical Spacings (+/- 10mm)
(spread evenly across run)
« 120mm Max Tube Spacings

Substrate & Weld
« T6061 Aluminium

(950)
1030

Powder Coating
- Interpon Standard Range

BP

Fully Compliant
« Fully Compliant to [
AS1170.1 (2006) A i

< 3D VIEW

80,

Intermediate Posts
« 40 x 40 x 3mm SHS

« 110 x 50 x 8mm (base plate) (_h (m
|
\
|
|
|
n

or 300mm leg (core drill)

(50)

Intermediate Post
Requirement Guide

S

TS

SN

NS

7

0-1400mm 0

THRU HOLE:
ITEM 50.25.1

1401 - 2700mm 1

i
\
|
\
|
PANEL WIDTH | POSTS ‘
\
|
\
|
\
i

2701 -3900mm 2
DA NIV,

4
3901 - 4900mm 3 Q—)u \(
(109)

4501-5500mm 4 SECTION A SECTION B DETAIL 1 DETAIL 2 DETAIL 3 DETAIL 4

5500mm Max Width Allowed
for Balustrade Compliance

80

The number of intermediate posts may
differ to the above guide depending
installation requirements. Please use this o CUSTOM STAIR AND RAKED PANELS AND GATES ARE AVAILABLE FOR SPECIAL ORDER o NOT POOL COMPLIANT

table as a guide only.

VIEW FULL RANGE ONLINE | WWW.OXWORKS.COM.AU



B2050 (75x25 RAILS)

- Aluminium Routered Balustrade Range A0 s SO TUIEIES o Suall SEaciNes

Panel Rails
. 75 x 25 x 3mm RHS Rails EXAMPLE BALUSTRADE PANEL @ 2400MM WIDE

Tubes }
+ 40 x 10 x 1.4mm RHS

|

Tube Spacings i
« Approximately 30mm ‘
Typical Spacings (+/- 10mm) ‘
(spread evenly across run) ‘

« 120mm Max Tube Spacings ‘
\

|

\

|

\

|

1030

Substrate & Weld
« T6061 Aluminium

Powder Coating
« Interpon Standard Range

(950)

Fully Compliant = 3D VIEW

+ Fully Compliant to A —= LJ. ! 2
AS1170.1 (2006)

Intermediate Posts

« 40 x 40 x 3mm SHS @ =
. 110 x 50 x 8mm (base plate) j—l» 1 I 3

or 300mm leg (core drill)

Intermediate Post
Requirement Guide

\
|
\
|
PANEL WIDTH | POSTS ‘
\
|
\
|
\

|

|

I (75) (75) j

‘ 375 -
0 - 1400mm 0 ‘ THRU HOLE

‘ ITEM 75.25.1
1401-2700mm 1 | o
2701-3900mm 2 ‘ . @ =

L4 | =
% % 7 %
el TR 3 % G ‘ :\( A 7772777 77 '
(1 ] I 1

4501-5500mm | 4 SECTIONA  SECTIONB SiE DETAL 2 DETALS DETALLY
5500mm Max Width Allowed
for Balustrade Compliance

The number of intermediate posts may
differ to the above guide depending
installation requirements. Please use this o CUSTOM STAIR AND RAKED PANELS AND GATES ARE AVAILABLE FOR SPECIAL ORDER o NOT POOL COMPLIANT

table as a guide only.

VIEW FULL RANGE ONLINE | WWW.OXWORKS.COM.AU



I8 VWOR

Panel Rails
« 50 x 25 x 3mm RHS Rails

Tubes
+ 40 x 10 x 1.4mm RHS

Tube Spacings

« Approximately 80mm
Typical Spacings (+/- 10mm)
(spread evenly across run)

« 120mm Max Tube Spacings

Substrate & Weld
« T6061 Aluminium

Powder Coating
« Interpon Standard Range

Fully Compliant
» Fully Compliant to
AS1170.1 (2006)

Intermediate Posts

+ 40 x 40 x 3mm SHS

« 110 x 50 x 8mm (base plate)
or 300mm leg (core drill)

Intermediate Post
Requirement Guide

PANEL WIDTH POSTS
0 -1400mm 0
1401 - 2700mm 1
2701-3900mm 2
3901 - 4900mm g
4501 - 5500mm 4
5500mm Max Width Allowed
for Balustrade Compliance

Aluminium Routered Balustrade Range

B2100 (50x25 RAILS)
40 x 1TOMM TUBES - LARGE SPACINGS

The number of intermediate posts may
differ to the above guide depending
installation requirements. Please use this
table as a guide only.

EXAMPLE BALUSTRADE PANEL @ 2400MM WIDE

1030

50.25.2

(25)

(950)

A

«
«
|
|
«
iy

SECTION A

@
|
I

>

SECTION B

DETAL1 DETALS.

50.25.1
BP

3D VIEW

(50)

S

SN

NS

7

THRU HOLE:
ITEM 50.25.1

80

DA NIV,

(109)
DETAIL 4

o CUSTOM STAIR AND RAKED PANELS AND GATES ARE AVAILABLE FOR SPECIAL ORDER

o NOT POOL COMPLIANT

VIEW FULL RANGE ONLINE | WWW.OXWORKS.COM.AU




B2150 (75x25 RAILS)

- Aluminium Routered Balustrade Range 40 x TOMM TUBES - LARGE SPACINGS

Panel Rails
. 75 x 25 x 3mm RHS Rails EXAMPLE BALUSTRADE PANEL @ 2400MM WIDE

Tubes }
+ 40 x 10 x 1.4mm RHS

(25)

75.25.2

Tube Spacings

« Approximately 80mm
Typical Spacings (+/- 10mm)
(spread evenly across run)

« 120mm Max Tube Spacings

|
\
|
\
|
Substrate & Weld
\
|
\
|

1030

« T6061 Aluminium

Powder Coating
« Interpon Standard Range

(25)

3D VIEW

Fully Compliant

+ Fully Compliant to A —=f LJ. s
AS1170.1 (2006)

(950)

Intermediate Posts

« 40 x 40 x 3mm SHS @ —
. 110 x 50 x 8mm (base plate) I 1 ¥ 3

or 300mm leg (core drill)

Intermediate Post
Requirement Guide

(75) (75)

0-1400mm 0 THRU HOLE

ITEM 75.25.1

1401 - 2700mm 1

80

\
|
\
|
PANEL WIDTH | POSTS ‘
\
|
\
|
\

2701-3900mm 2

|
|
|
|
|
I o
3901 - 4900mm 3 =, g ‘ Y
DETAL 3

B “ SECTION A SECTIONB DETAIL 1. DETAIL 2 SCALE: 122 DETAIL 4

L (10) |

5500mm Max Width Allowed
for Balustrade Compliance

The number of intermediate posts may
differ to the above guide depending
installation requirements. Please use this o CUSTOM STAIR AND RAKED PANELS AND GATES ARE AVAILABLE FOR SPECIAL ORDER o NOT POOL COMPLIANT

table as a guide only.

VIEW FULL RANGE ONLINE | WWW.OXWORKS.COM.AU



I8 VWOR

Panel Rails
« 50 x 25 x 3mm RHS Rails

Tubes
+ 40 x 10 x 1.4mm RHS

Tube Spacings

« Approximately 30/70mm
Typical Spacings (+/- 10mm)
(spread evenly across run)

« 120mm Max Tube Spacings

Substrate & Weld
« T6061 Aluminium

Powder Coating
« Interpon Standard Range

Fully Compliant
» Fully Compliant to
AS1170.1 (2006)

Intermediate Posts

+ 40 x 40 x 3mm SHS

« 110 x 50 x 8mm (base plate)
or 300mm leg (core drill)

Intermediate Post
Requirement Guide

PANEL WIDTH POSTS
0 -1400mm 0
1401 - 2700mm 1
2701-3900mm 2
3901 - 4900mm g
4501 - 5500mm 4
5500mm Max Width Allowed
for Balustrade Compliance

B2200 (50x25 RAILS)

Aluminium Routered Balustrade Range A0 s o TUIBIES o isdED SRACINES

The number of intermediate posts may
differ to the above guide depending
installation requirements. Please use this
table as a guide only.

EXAMPLE BALUSTRADE PANEL @ 2400MM WIDE

(950)
1030

(25)

3D VIEW

S

SN

SN

NS

7

THRU HOLE:
ITEM 50.25.1

80

7
}
\
\
\
l
i

DA NIV,

4
L Ay
(109)

SECTION A SECTION B DETALL 1 DETALL 2 DETAIL 3 DETAIL 4

|
|

o CUSTOM STAIR AND RAKED PANELS AND GATES ARE AVAILABLE FOR SPECIAL ORDER o NOT POOL COMPLIANT

VIEW FULL RANGE ONLINE | WWW.OXWORKS.COM.AU



B2250 (75x25 RAILS)

- Aluminium Routered Balustrade Range A0 s SO TUIBIES o isdeED SRAEINES

Panel Rails
. 75 x 25 x 3mm RHS Rails EXAMPLE BALUSTRADE PANEL @ 2400MM WIDE

Tubes }
+ 40 x 10 x 1.4mm RHS

(25)

Tube Spacings

« Approximately 30/70mm
Typical Spacings (+/- 10mm)
(spread evenly across run)

1030

Substrate & Weld
« T6061 Aluminium

Powder Coating
« Interpon Standard Range

Fully Compliant

+ Fully Compliant to A o LJ.
AS1170.1 (2006)

|
\
|
\
|
« 120mm Max Tube Spacings i
\
|
\
|
\
|

(950)

ﬁ 3D VIEW
]
i

Intermediate Posts

« 40 x 40 x 3mm SHS Q =
. 110 x 50 x 8mm (base plate) $ 1 ¥ 3

or 300mm leg (core drill)

Intermediate Post
Requirement Guide

\
|
\
|
PANEL WIDTH | POSTS ‘
\
|
\
|
\

I
|
I
‘ 5) (79) @
375 _
0-1400mm 0 |
THRU HOLE:
‘ ITEM 75.25.1
1401 - 2700mm 1 |
2701-3900mm 2 ‘ .
i = 4 =
N
3901 - 4900mm 3 Qu)u C ‘ ’\( A 7727727 A1 7 1
(110)
4501-5500mm 4 SECTION A SECTION B DETAIL 1 DETAIL 2 DETALL3 DETAIL 4
5500mm Max Width Allowed
for Balustrade Compliance

The number of intermediate posts may
differ to the above guide depending
installation requirements. Please use this o CUSTOM STAIR AND RAKED PANELS AND GATES ARE AVAILABLE FOR SPECIAL ORDER o NOT POOL COMPLIANT

table as a guide only.

VIEW FULL RANGE ONLINE | WWW.OXWORKS.COM.AU



B2300 (50x25 RAILS)

DXWOC Aluminium Routered Balustrade Range 16 X 16MM TUBES

Panel Rails
« 50 x 25 x 3mm RHS Rails EXAMPLE BALUSTRADE PANEL @ 2400MM WIDE

Tubes

o

1030

50.25.1

BP

3D VIEW

(950)

+ 16 x 16 x 1.2mm SHS

Tube Spacings

« Nominal Tube Spacings
(spread evenly across run)

« 120mm Max Tube Spacings

Substrate & Weld

« T6061 Aluminium

Powder Coating

« Interpon Standard Range

Fully Compliant

» Fully Compliant to

AS1170.1 (2006)

R

. 4—| LJ. ©,
Intermediate Posts B —=
« 40 x 40 x 3mm SHS

Intermediate Post
Requirement Guide

« 110 x 50 x 8mm (base plate) CL__IL
or 300mm leg (core drill) 1 1
|
|
|
|
|
|

@
|
I

7 )
PANEL WIDTH POSTS 50) ) ? g
7 /
25 25 < =
0 -1400mm 0
THRU HOLE
1401 - 2700mm 1 TEM 50251
2701 - 3900mm 2 j .
3901 - 4900mm 3 (UDQ \( 2
(50) (109)
4501-5500mm 4 SECTION A SECTION B DETAIL 1 DETAIL 2 DETAIL 3 DETAIL 4
5500mm Max Width Allowed
for Balustrade Compliance

The number of intermediate posts may
differ to the above guide depending
installation requirements. Please use this o CUSTOM STAIR AND RAKED PANELS AND GATES ARE AVAILABLE FOR SPECIAL ORDER o NOT POOL COMPLIANT

table as a guide only.

VIEW FULL RANGE ONLINE | WWW.OXWORKS.COM.AU



I8 VWOR

Panel Rails
« 75 x 25 x 3mm RHS Rails

Tubes
« 16 x 16 x 1.2mm SHS

Tube Spacings

« Nominal Tube Spacings
(spread evenly across run)

« 120mm Max Tube Spacings

Substrate & Weld
« T6061 Aluminium

Powder Coating
« Interpon Standard Range

Fully Compliant
» Fully Compliant to
AS1170.1 (2006)

Intermediate Posts

+ 40 x 40 x 3mm SHS

« 110 x 50 x 8mm (base plate)
or 300mm leg (core drill)

Intermediate Post
Requirement Guide

Aluminium Routered Balustrade Range

B2350 (75x25 RAILS)
16 X 16 MM TUBES

PANEL WIDTH POSTS
0 -1400mm 0
1401 - 2700mm 1
2701-3900mm 2
3901 - 4900mm g
4501 - 5500mm 4
5500mm Max Width Allowed
for Balustrade Compliance

The number of intermediate posts may
differ to the above guide depending
installation requirements. Please use this
table as a guide only.

EXAMPLE BALUSTRADE PANEL @ 2400MM WIDE

o

1030

(950)

R

(75) (75)

375

@@

75.25.1
BP

3D VIEW

(75)

1 IIIIII’
g
g
g

g
crrrrr),

75.25.1

(75)
SECTION A SECTION B DETAIL 1 DETAIL 2 DETAIL 3

THRU HOLE:
ITEM 75.25.1

(109)
DETAIL 4

o CUSTOM STAIR AND RAKED PANELS AND GATES ARE AVAILABLE FOR SPECIAL ORDER

o NOT POOL COMPLIANT

VIEW FULL RANGE ONLINE | WWW.OXWORKS.COM.AU



Panel Rails
« 50 x 25 x 3mm RHS Rails

Tubes
« 19 x19 x 1.2mm SHS

Tube Spacings

« Nominal Tube Spacings
(spread evenly across run)

« 120mm Max Tube Spacings

Substrate & Weld
« T6061 Aluminium

Powder Coating
« Interpon Standard Range

Fully Compliant
» Fully Compliant to
AS1170.1 (2006)

Intermediate Posts

+ 40 x 40 x 3mm SHS

« 110 x 50 x 8mm (base plate)
or 300mm leg (core drill)

Intermediate Post
Requirement Guide

Aluminium Routered Balustrade Range

B2400 (50x25 RAILS)
19 X 19MM TUBES

PANEL WIDTH POSTS
0 -1400mm 0
1401 - 2700mm 1
2701-3900mm 2
3901 - 4900mm g
4501 - 5500mm 4
5500mm Max Width Allowed
for Balustrade Compliance

The number of intermediate posts may
differ to the above guide depending
installation requirements. Please use this
table as a guide only.

EXAMPLE BALUSTRADE PANEL @ 2400MM WIDE

-

(950)
1030

L@

80,

=

(50)
SECTION A SECTION B DETAIL 1 DETAIL 2

19.19.1

50.25.1
BP

DETALS.

(109)
DETAIL 4

o CUSTOM STAIR AND RAKED PANELS AND GATES ARE AVAILABLE FOR SPECIAL ORDER

o NOT POOL COMPLIANT

VIEW FULL RANGE ONLINE | WWW.OXWORKS.COM.AU



Panel Rails
« 75 x 25 x 3mm RHS Rails

Tubes
« 19 x19 x 1.2mm SHS

Tube Spacings

« Nominal Tube Spacings
(spread evenly across run)

« 120mm Max Tube Spacings

Substrate & Weld
« T6061 Aluminium

Powder Coating
« Interpon Standard Range

Fully Compliant
» Fully Compliant to
AS1170.1 (2006)

Intermediate Posts

+ 40 x 40 x 3mm SHS

« 110 x 50 x 8mm (base plate)
or 300mm leg (core drill)

Intermediate Post
Requirement Guide

Aluminium Routered Balustrade Range

B2450 (75x25 RAILS)
19 X 19MM TUBES

EXAMPLE BALUSTRADE PANEL @ 2400MM WIDE

-

(950)

PANEL WIDTH POSTS
0 -1400mm 0
1401 - 2700mm 1
2701-3900mm 2
3901 - 4900mm g
4501 - 5500mm 4
5500mm Max Width Allowed
for Balustrade Compliance

The number of intermediate posts may
differ to the above guide depending
installation requirements. Please use this
table as a guide only.

L@

1030

(75)

n
r——— — — — — _———— — ————
J
\/ﬁh

SECTION A SECTION B DETAIL 1 DETAIL 2

(75)

BP

3D VIEW

75.25.1

75.25.1

DETAIL 3

THRU HOLE:
ITEM 75.25.1

80

&)

o CUSTOM STAIR AND RAKED PANELS AND GATES ARE AVAILABLE FOR SPECIAL ORDER

o NOT POOL COMPLIANT

VIEW FULL RANGE ONLINE | WWW.OXWORKS.COM.AU



B2500 (50x25 RAILS)

'OXWORKS | Aluminium Routered Balustrade Range P55 D I TIUIEES © vl SRRENES

Panel Rails
« 50 x 25 x 3mm RHS Rails EXAMPLE BALUSTRADE PANEL @ 2400MM WIDE

Tubes
W haapisialidim SHS

-

(25)

50.25.2 P1

Tube Spacings

« Approximately 50mm
Typical Spacings (+/- 10mm)
(spread evenly across run)

1030

Substrate & Weld
« T6061 Aluminium

Powder Coating
« Interpon Standard Range

25.25.1

50.25.1

|
\
|
\
|

« 120mm Max Tube Spacings i
\
|
\
1 BP
|

(950)

Fully Compliant
» Fully Compliant to
AS1170.1 (2006)

3D VIEW

)

80,

Intermediate Posts

« 40 x 40 x 3mm SHS G_]L —
. 110 x 50 x 8mm (base plate) ¥ 1 ¥ 3

or 300mm leg (core drill)

Intermediate Post
Requirement Guide

PANEL WIDTH | POSTS

0-1400mm 0

1401 - 2700mm 1

2701-3900mm 2

‘ |

| |

| |

| |

!

‘

!

‘ !

| |

| ‘ T | I

| | ®,
3901 - 4900mm 3 ) ‘ \( ; !

(50) (109)

4501-5500mm 4 SECTION A SECTION B DETAIL 1 DETAIL 2 DETAIL 3 DETAIL 4

5500mm Max Width Allowed
for Balustrade Compliance

The number of intermediate posts may
differ to the above guide depending
installation requirements. Please use this o CUSTOM STAIR AND RAKED PANELS AND GATES ARE AVAILABLE FOR SPECIAL ORDER o NOT POOL COMPLIANT

table as a guide only.

VIEW FULL RANGE ONLINE | WWW.OXWORKS.COM.AU



Panel Rails
« 75 x 25 x 3mm RHS Rails

Tubes
W haapisialidim SHS

Tube Spacings

« Approximately 50mm
Typical Spacings (+/- 10mm)
(spread evenly across run)

« 120mm Max Tube Spacings

Substrate & Weld
« T6061 Aluminium

Powder Coating
« Interpon Standard Range

Fully Compliant
» Fully Compliant to
AS1170.1 (2006)

Intermediate Posts

+ 40 x 40 x 3mm SHS

« 110 x 50 x 8mm (base plate)
or 300mm leg (core drill)

Intermediate Post
Requirement Guide

Aluminium Routered Balustrade Range

B2550 (75x25 RAILS)
25 X 25MM TUBES - sSMALL SPACINGS

EXAMPLE BALUSTRADE PANEL @ 2400MM WIDE

-

(25)

75.25.2 P1

1030

25.25.1
75.25.1

BP

(950)

3D VIEW

»

PANEL WIDTH POSTS
0 -1400mm 0
1401 - 2700mm 1
2701-3900mm 2
3901 - 4900mm g
4501 - 5500mm 4
5500mm Max Width Allowed
for Balustrade Compliance

The number of intermediate posts may
differ to the above guide depending
installation requirements. Please use this
table as a guide only.

£

¥

I

SECTION A

SECTION B

1

)

80,

&

=
']
l
#

Y

DETAIL 1

375

(75)

DETAIL 2

75.25.1

THRU HOLE
ITEM 75.25.1

DETALS

o CUSTOM STAIR AND RAKED PANELS AND GATES ARE AVAILABLE FOR SPECIAL ORDER

o NOT POOL COMPLIANT

VIEW FULL RANGE ONLINE | WWW.OXWORKS.COM.AU



Panel Rails
« 50 x 25 x 3mm RHS Rails

Tubes
W haapisialidim SHS

Tube Spacings

« Approximately 95mm
Typical Spacings (+/- 10mm)
(spread evenly across run)

« 120mm Max Tube Spacings

Substrate & Weld
« T6061 Aluminium

Powder Coating
« Interpon Standard Range

Fully Compliant
» Fully Compliant to
AS1170.1 (2006)

Intermediate Posts

+ 40 x 40 x 3mm SHS

« 110 x 50 x 8mm (base plate)
or 300mm leg (core drill)

Intermediate Post
Requirement Guide

B2600 (50x25 RAILS)

Aluminium Routered Balustrade Range 25 X 25MM TUBES - LARGE SPACINGS

PANEL WIDTH POSTS
0 -1400mm 0
1401 - 2700mm 1
2701-3900mm 2
3901 - 4900mm g
4501 - 5500mm 4
5500mm Max Width Allowed
for Balustrade Compliance

The number of intermediate posts may
differ to the above guide depending
installation requirements. Please use this
table as a guide only.

EXAMPLE BALUSTRADE PANEL @ 2400MM WIDE

-

50.25.2 P1

1030

25.25.1
50.25.1

BP

(25)

3D VIEW

(950)

—
—
80

‘ |
| |
‘ \
| |
|
|
|
|
| ‘
| ‘ @ =
b, | sy
2 \ 1
(109)

-\

(50)
SECTION A SECTION B DETALL 1 DETAIL 2 DETAIL 3 DETAIL 4

o CUSTOM STAIR AND RAKED PANELS AND GATES ARE AVAILABLE FOR SPECIAL ORDER o NOT POOL COMPLIANT

VIEW FULL RANGE ONLINE | WWW.OXWORKS.COM.AU



B2650 (75x25 RAILS)

'OXWORKS | Aluminium Routered Balustrade Range 25 X 25MM TUBES - LARGE SPACINGS

Panel Rails
. 75 x 25 x 3mm RHS Rails EXAMPLE BALUSTRADE PANEL @ 2400MM WIDE

Tubes
W haapisialidim SHS

-

Tube Spacings

« Approximately 95mm
Typical Spacings (+/- 10mm)
(spread evenly across run)

« 120mm Max Tube Spacings

|
|
|
|
|
Substrate & Weld
|
|
|
|

(950)
1030

« T6061 Aluminium

Powder Coating
« Interpon Standard Range

(25)

3D VIEW

Fully Compliant
» Fully Compliant to
AS1170.1 (2006)

Intermediate Posts

+ 40 x 40 x 3mm SHS

« 110 x 50 x 8mm (base plate)
or 300mm leg (core drill)

Intermediate Post
Requirement Guide

PANEL WIDTH | POSTS

(75) (75) 75.25.1

0-1400mm 0

THRU HOLE:
ITEM 75.25.1

1401 - 2700mm 1

2701-3900mm 2

T
[P

\

|

\

|

\

|

\

|

\

|

3901-4900mm S T
&,

r—— —— — —— — —— — ———
=)
\_/ﬁb

1

4501 - 5500mm 4

SECTIONA SECTIONB DETAIL 1. DETAIL 2 DETAL 3 DETAIL 4

5500mm Max Width Allowed
for Balustrade Compliance

The number of intermediate posts may
differ to the above guide depending
installation requirements. Please use this o CUSTOM STAIR AND RAKED PANELS AND GATES ARE AVAILABLE FOR SPECIAL ORDER o NOT POOL COMPLIANT

table as a guide only.

VIEW FULL RANGE ONLINE | WWW.OXWORKS.COM.AU



Panel Rails
« 50 x 25 x 3mm RHS Rails

Tubes
g e iiadigrm SHS

Tube Spacings

« Approximately 45mm
Typical Spacings (+/- 10mm)
(spread evenly across run)

« 120mm Max Tube Spacings

Substrate & Weld
« T6061 Aluminium

Powder Coating
« Interpon Standard Range

Fully Compliant
» Fully Compliant to
AS1170.1 (2006)

Intermediate Posts

+ 40 x 40 x 3mm SHS

« 110 x 50 x 8mm (base plate)
or 300mm leg (core drill)

Intermediate Post
Requirement Guide

B2700 (50x25 RAILS)

Aluminium Routered Balustrade Range 39 X 32MM TUBES - SMALL SPACINGS

PANEL WIDTH POSTS
0 -1400mm 0
1401 - 2700mm 1
2701-3900mm 2
3901 - 4900mm g
4501 - 5500mm 4
5500mm Max Width Allowed
for Balustrade Compliance

The number of intermediate posts may
differ to the above guide depending
installation requirements. Please use this
table as a guide only.

EXAMPLE BALUSTRADE PANEL @ 2400MM WIDE

-

1030

(25)
(950)

3D VIEW

>
1

—

—
80

|
|
|
‘ (50) -
| 25 25 a
‘ [ 1T 1 1 =) Q
n 4 S R s
L L~ : f
i) (109)
SECTIONA SECTION B DETAL 1 DETAIL2 DETAILS DETAIL 4
o CUSTOM STAIR AND RAKED PANELS AND GATES ARE AVAILABLE FOR SPECIAL ORDER o NOT POOL COMPLIANT

VIEW FULL RANGE ONLINE | WWW.OXWORKS.COM.AU



Panel Rails
« 75 x 25 x 3mm RHS Rails

Tubes
g e iiadigrm SHS

Tube Spacings

« Approximately 45mm
Typical Spacings (+/- 10mm)
(spread evenly across run)

« 120mm Max Tube Spacings

Substrate & Weld
« T6061 Aluminium

Powder Coating
« Interpon Standard Range

Fully Compliant
» Fully Compliant to
AS1170.1 (2006)

Intermediate Posts

+ 40 x 40 x 3mm SHS

« 110 x 50 x 8mm (base plate)
or 300mm leg (core drill)

Intermediate Post
Requirement Guide

Aluminium Routered Balustrade Range

B2750 (75x25 RAILS)
32 X 32MM TUBES - SMALL SPACINGS

PANEL WIDTH POSTS
0 -1400mm 0
1401 - 2700mm 1
2701-3900mm 2
3901 - 4900mm g
4501 - 5500mm 4
5500mm Max Width Allowed
for Balustrade Compliance

The number of intermediate posts may
differ to the above guide depending
installation requirements. Please use this
table as a guide only.

EXAMPLE BALUSTRADE PANEL @ 2400MM WIDE

1030

(950)

3D VIEW

(75)

THRU HOLE
ITEM 75.25.1
‘ =<}
A | V7772277222 | V2 1
(110)
DETAIL 1 DETAIL 2 DETAIL 4
SECTIONA SECTIONB SCALE: 12 SCALE: 12 EEJ'L;”?E SCALE: 12
o CUSTOM STAIR AND RAKED PANELS AND GATES ARE AVAILABLE FOR SPECIAL ORDER o NOT POOL COMPLIANT

VIEW FULL RANGE ONLINE | WWW.OXWORKS.COM.AU



B2800 (50x25 RAILS)

'OXWORKS | Aluminium Routered Balustrade Range 39 X 32MM TUBES - LARGE SPACINGS

Panel Rails

+ 50 x 25 x 3mm RHS Rails EXAMPLE BALUSTRADE PANEL @ 2400MM WIDE
TUbes [ I I I I I I I I I I I I I I I I 1 +
+ 32 x32x1.6mm SHS AY
Tube Spacings B

« Approximately 95mm
Typical Spacings (+/- 10mm)
(spread evenly across run)

« 120mm Max Tube Spacings

Substrate & Weld
« T6061 Aluminium

1030

Powder Coating
« Interpon Standard Range

(950)

Fully Compliant = 3D VIEW
» Fully Compliant to

AS1170.1 (2006)

>
1

—

—
80

Intermediate Posts

« 40 x 40 x 3mm SHS @L —
. 110 x 50 x 8mm (base plate) ¥ 1 ¥ 3

or 300mm leg (core drill)

Intermediate Post
Requirement Guide

! |
| |
‘ |
‘
PANEL WIDTH = POSTS ‘ ‘ (50)
|
| 25 I
0 - 1400mm 0 ‘
| |
1401 - 2700mm 1 ‘ |
2701 - 3900mm 2 ! ‘ ) ©) -
il 1 |, =
3901 - 4900mm 3 ) ‘ \( 1
(50) (109)
4501-5500mm 4 SECTION A SECTION B DETAIL 1 DETAIL 2 DETAIL 3 DETAIL 4
5500mm Max Width Allowed
for Balustrade Compliance

The number of intermediate posts may
differ to the above guide depending
installation requirements. Please use this o CUSTOM STAIR AND RAKED PANELS AND GATES ARE AVAILABLE FOR SPECIAL ORDER o NOT POOL COMPLIANT

table as a guide only.

VIEW FULL RANGE ONLINE | WWW.OXWORKS.COM.AU



Panel Rails
« 75 x 25 x 3mm RHS Rails

Tubes
o elddGlioRim SHS

Tube Spacings

« Approximately 95mm
Typical Spacings (+/- 10mm)
(spread evenly across run)

« 120mm Max Tube Spacings

Substrate & Weld
« T6061 Aluminium

Powder Coating
- Interpon Standard Range

Fully Compliant
- Fully Compliant to
AS1170.1 (2006)

Intermediate Posts

+ 40 x 40 x 3mm SHS

« 110 x 50 x 8mm (base plate)
or 300mm leg (core drill)

Intermediate Post
Requirement Guide

PANEL WIDTH POSTS
0 -1400mm 0
1401 - 2700mm 1
2701-3900mm 2
3901 - 4900mm g
4501 - 5500mm 4
5500mm Max Width Allowed
for Balustrade Compliance

The number of intermediate posts may
differ to the above guide depending
installation requirements. Please use this
table as a guide only.

Aluminium Routered Balustrade Range

B2850 (75x25 RAILS)
32 X 32MM TUBES - LARGE SPACINGS

EXAMPLE BALUSTRADE PANEL @ 2400MM WIDE

o

(950)
1030

3D VIEW

i

80,

T To

‘ |

| |

! |

| |

|

|

|

| \

| |

| |

‘ ‘ | 75.25.1

@ Gl : ‘
N

SECTION B

(75)

THRU HOLE:
‘ ITEM 75.25.1
IIIIIIIL.
(110)
SECTION A DETAILT DETAL2 DETALS DETAIL4.
o CUSTOM STAIR AND RAKED PANELS AND GATES ARE AVAILABLE FOR SPECIAL ORDER o NOT POOL COMPLIANT

VIEW FULL RANGE ONLINE | WWW.OXWORKS.COM.AU



B2900 (50x25 RAILS)

'OXWORKS | Aluminium Routered Balustrade Range 40 X 40MM TUBES - SMALL SPACINGS

Panel Rails
. 50 x 25 x 3mm RHS Rails EXAMPLE BALUSTRADE PANEL @ 2400MM WIDE

Tubes ‘ }
« 40 x40 x 1.4mm SHS

Tube Spacings

« Approximately 40mm
Typical Spacings (+/- 10mm)
(spread evenly across run)

(950)
1030

Substrate & Weld
« T6061 Aluminium

Powder Coating
« Interpon Standard Range

(25)

|
\
|
\
|
« 120mm Max Tube Spacings i
\
|
\
|
\
|

Fully Compliant
» Fully Compliant to
AS1170.1 (2006)

>
1

—

—
80

Intermediate Posts

« 40 x 40 x 3mm SHS (_k —
. 110 x 50 x 8mm (base plate) 1 ¥ 3

or 300mm leg (core drill)

Intermediate Post
Requirement Guide

0-1400mm 0

THRU HOLE:
ITEM 50.25.1

1401 - 2700mm 1

80

2701-3900mm 2

|
|
|
|
|
n
3901 - 4900mm 3 =, ‘ \(

i
\
|
\
|
PANEL WIDTH | POSTS ‘
\
|
\
|
\
i

N
ARV,

®,
| %L
(109) )

(50)
4501-5500mm 4 SECTION A SECTION B DETAIL 1 DETAIL 2 DETAIL 3 DETAIL 4

5500mm Max Width Allowed
for Balustrade Compliance

The number of intermediate posts may
differ to the above guide depending
installation requirements. Please use this o CUSTOM STAIR AND RAKED PANELS AND GATES ARE AVAILABLE FOR SPECIAL ORDER o NOT POOL COMPLIANT

table as a guide only.

VIEW FULL RANGE ONLINE | WWW.OXWORKS.COM.AU



B2950 (75x25 RAILS)

'OXWORKS | Aluminium Routered Balustrade Range 40 X 40MM TUBES - SMALL SPACINGS

Panel Rails
. 75 x 25 x 3mm RHS Rails EXAMPLE BALUSTRADE PANEL @ 2400MM WIDE

Tubes
« 40 x40 x 1.4mm SHS

-

Tube Spacings

« Approximately 40mm
Typical Spacings (+/- 10mm)
(spread evenly across run)

1030

Substrate & Weld
« T6061 Aluminium

Powder Coating

|

\

\

« 120mm Max Tube Spacings i
\

\

« Interpon Standard Range 1
|

(950)

(25)

Fully Compliant
» Fully Compliant to
AS1170.1 (2006)

>
1

—

—
80

Intermediate Posts
« 40 x 40 x 3mm SHS

. 110 x 50 x 8mm (base plate) Q Q
or 300mm leg (core drill) -IT_ 1 I 3

Intermediate Post
Requirement Guide

PANEL WIDTH | POSTS
(75)

0-1400mm 0

THRU HOLE:
ITEM 75.25.1

‘ @
VA 1 V727227227 | P 1

(110)
DETAIL 4

1401 - 2700mm 1

2701-3900mm 2

¥ — — — ——— — ———
J
\/ﬁtl>

\
|
\
|
\
|
\
|
\
|
3901 - 4900mm 3 I
4,

4501 - 5500mm 4 ‘

DETAIL 1
5500mm Max Width Allowed SECTION A SECTION B DETAIL 1 DETAIL2

for Balustrade Compliance

The number of intermediate posts may
differ to the above guide depending
installation requirements. Please use this o CUSTOM STAIR AND RAKED PANELS AND GATES ARE AVAILABLE FOR SPECIAL ORDER o NOT POOL COMPLIANT

table as a guide only.

VIEW FULL RANGE ONLINE | WWW.OXWORKS.COM.AU



Panel Rails
« 50 x 25 x 3mm RHS Rails

Tubes
« 40 x40 x 1.4mm SHS

Tube Spacings

« Approximately 80mm
Typical Spacings (+/- 10mm)
(spread evenly across run)

« 120mm Max Tube Spacings

Substrate & Weld
« T6061 Aluminium

Powder Coating
« Interpon Standard Range

Fully Compliant
» Fully Compliant to
AS1170.1 (2006)

Intermediate Posts

+ 40 x 40 x 3mm SHS

« 110 x 50 x 8mm (base plate)
or 300mm leg (core drill)

Intermediate Post
Requirement Guide

Aluminium Routered Balustrade Range

B3000 (50x25 RAILS)
40 X 40MM TUBES - LARGE SPACINGS

PANEL WIDTH POSTS
0 -1400mm 0
1401 - 2700mm 1
2701-3900mm 2
3901 - 4900mm g
4501 - 5500mm 4
5500mm Max Width Allowed
for Balustrade Compliance

The number of intermediate posts may
differ to the above guide depending
installation requirements. Please use this
table as a guide only.

EXAMPLE BALUSTRADE PANEL @ 2400MM WIDE

-

1030

(25

(950)

( 3D VIEW

80,

25

=

(50)
SECTION A SECTION B DETAIL 1 DETAIL 2

(109)
DETALL3 DETAIL4.

o CUSTOM STAIR AND RAKED PANELS AND GATES ARE AVAILABLE FOR SPECIAL ORDER o NOT POOL COMPLIANT

VIEW FULL RANGE ONLINE | WWW.OXWORKS.COM.AU



Panel Rails
. 75 x 25 x 3mm RHS Rails

Tubes
« 40 x40 x 1.4mm SHS

Tube Spacings

« Approximately 80mm
Typical Spacings (+/- 10mm)
(spread evenly across run)

« 120mm Max Tube Spacings

Substrate & Weld
« T6061 Aluminium

Powder Coating
« Interpon Standard Range

Fully Compliant
» Fully Compliant to
AS1170.1 (2006)

Intermediate Posts

+ 40 x 40 x 3mm SHS

« 110 x 50 x 8mm (base plate)
or 300mm leg (core drill)

Intermediate Post
Requirement Guide

Aluminium Routered Balustrade Range

B3050 (75x25 RAILS)
40 X 40MM TUBES - LARGE SPACINGS

PANEL WIDTH POSTS
0 -1400mm 0
1401 - 2700mm 1
2701-3900mm 2
3901 - 4900mm g
4501 - 5500mm 4
5500mm Max Width Allowed
for Balustrade Compliance

The number of intermediate posts may
differ to the above guide depending
installation requirements. Please use this
table as a guide only.

EXAMPLE BALUSTRADE PANEL @ 2400MM WIDE

-

1030

(25

(950)

3D VIEW

80,

(75)

\

SECTION A SECTION B DETAIL 1 DETAIL 2

.

THRU HOLE—

ITEM 75.25.1

o CUSTOM STAIR AND RAKED PANELS AND GATES ARE AVAILABLE FOR SPECIAL ORDER o NOT POOL COMPLIANT

VIEW FULL RANGE ONLINE | WWW.OXWORKS.COM.AU



